Chapter 8 - Culverts



Appendix 8C-6

Outlet Control,



Circular Corrugated Metal
[image: image1.png]CHART 6

r 2000
| M el
o
x - [

E 1000 g H o s

[- 800 =l Jiops So—r S ’;.5

__ SUBMERGED CUTLEY CULVERT FLOWING FuLL

[ s00 120 -

r - * et ] , e HW Dy -8

[~ 800 108 mathads, earined e rocedn R

[ 400 - 98 0

L b

I 300 -84 s

F F

[ Q E

- 200 e .

b - =F

L s o'o Wi

o - 60 wr
ol ',0 F
S -84 zl

- 100 @ Tk s
zf T
ol Ei-a0 St
of #0 o \ ol
P11 F4 a2 vooe ;t‘ Lo

I - \ -
§ L so z /// o x|
<[ 50 a -8
=t 236 - L

-4 x| -
zh oe-sa w33 -
o ru-, 30 EXAMPLE b=

30 3 //v.‘ﬂ T

F z 27 -

- 10

29 24 F

F 21 A

L -

C 10 Fie E

s L. 20

e Y

-8

r4 Lig

~3

-2

GUREAU OF PUBLIC ROADS JAN. 1963

HEAD FOR
STANDARD
C. M. PIPE CULVERTS
FLOWING FULL
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VDOT Drainage Manual


